
SPECIAL CONDITIONS  Page i 
August 2014 

SPECIAL CONDITIONS 
August 2014 

 
Table of Contents 

 
 
 
SC_____ Right-of-Way          1 
 
SC_____ Personnel and Work Hours        1 
 
SC_____ Scope of Work          1 
 
SC_____ Changes in Contract Time         2 

(Use only when completion dates are specific calendar dates) 
 
SC_____ Work Schedule Transmittal         2 
 
SC_____ Designation of ENGINEER in the Technical Specifications   2 
 
SC_____ Measurement And Payment        2 
 
SC_____ Stockpiled Materials         9 
 
SC_____ Service Connections Prior to Substantial and Final Completion  13 
 
SC_____      U.S. Products/Supplies         14 
 
 
  
 
 
 

Note: Any of these Special Conditions may or may not be used in a particular 
project.  The designer shall carefully review the General Conditions for 
each project to determine, in consultation with DPW, which of these 
Special Conditions should be used and whether any additional project-
specific Special Conditions are needed. 

 
 



 

SPECIAL CONDITIONS  Page 1 
May 2013 

SPECIAL CONDITIONS 
August 2014 

 
 
SC_____ Right-of-Way  
 
The following shall be an addition to paragraph 4.1 of the General Conditions: 
 
All right-of-way required for the construction of this project has not yet been acquired.  
The following parcel(s) that remain to be acquired at the time of preparing this project 
for bidding are: 
 

  ANTICIPATED 
STATION NAME DATE OF ACQUISITION 

 
CONTRACTOR shall not perform any Work or encroach upon any parcel(s) referenced 
above until ENGINEER has issued written notification. 

 
OWNER specifically disclaims any guarantee or warranty that any of these parcels will 
be acquired by the above dates.  Should any or all said parcels not be acquired by the 
anticipated date(s), CONTRACTOR’s sole remedy shall be limited to an extension of 
contract time, as provided in Article 11. 
 
CONTRACTOR shall not be entitled to any change in contract price due to any delays 
or hindrances in acquiring these parcels. 
 
 
SC_____ Personnel and Work Hours 
 
The following shall be an addition to paragraph 6.3 of the General Conditions: 
 
6.3.2 CONTRACTOR shall not perform any portion of the Work that restricts traffic 

between the hours of ________ and _______ on any street on the Project. 
 
 
SC_____ Scope of Work 
 
The following shall be an addition to paragraph 9.1 of the General Conditions: 
 
OWNER reserves the right to increase or decrease the Scope of Work by adding and/or 
deleting [resurfacing] or [curb, sidewalk and ramp removal and replacement] or [sewer 
pipe and structures] to this contract outside of the original construction limits, within 
[specify township] township. 
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SC_____ Changes in Contract Time [Use only when completion dates are specific 
calendar dates] 

 
The following shall be an addition to paragraph 11.4 of the General Conditions: 
 
An extended date of Substantial Completion, Intermediate, and Final Completion shall 
be allowed for each calendar day for delay in the issuance of the Notice to Proceed if 
the Notice to Proceed is not issued within ____ days of the bid award except if the delay 
is due to the failure of the Contractor to furnish requested forms or information.  
 
 
SC_____ Work Schedule Transmittal 
 
The following shall replace paragraph 2.7.4 of the General Conditions: 
 
2.7.4 CONTRACTOR shall provide OWNER and CONSTRUCTION INSPECTOR, by 

1:30 p.m. of the preceding weekday workday, a list of all Work activities 
scheduled for the following day. The list shall be submitted to OWNER by email 
at ____________ or faxed to OWNER at ____________ , Attention: 
__________________. The CONSTRUCTION INSPECTOR’s email address 
shall be furnished at the Pre-Construction Meeting for notification of the work 
schedule.  All Work scheduled for Saturday and/or Monday shall be submitted by 
1:30 p.m. on the preceding Friday.  Failure of CONTRACTOR to provide such 
notice shall entitle OWNER to disallow payment for materials placed and Work 
performed that day.  Failure of CONTRACTOR to provide such notice shall 
entitle OWNER to disallow payment for materials placed and Work performed 
that day. 

 
 
SC_____ Designation of ENGINEER in the Technical Specifications 
 
The following shall be added at the end of the term “ENGINEER” in Section 1.2 of the 
General Conditions: 
 
When used in the Technical Specifications, the term “ENGINEER” shall be interpreted 
to mean either ENGINEER or CONSTRUCTION INSPECTOR as defined in the General 
Conditions. 
 
 
SC_____ Measurement and Payment [Only when Section 01025 not used] 
 
The following shall be added to paragraph 13.2 of the General Conditions: 
 
13.2.1 Measurement and payment for all items as listed within the  “Contract Pay 

Items” (Section 100 of the Technical Specifications, labeled per UNIT or LUMP 
SUM) will be in accordance to the procedures as described within the latest 
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approved and adopted edition of the Indiana Department of Transportation 
Standard Specifications, unless specified otherwise within the Technical 
Specifications. 

 
13.2.2 If a “Contract Pay Item” for a particular item is not listed within the latest 

approved and adopted edition of the INDOT Standard Specifications, refer to 
the Technical Specification, which will set out payment and measurement 
herewith. 

 
13.2.3 Measurement of Quantities for Sanitary Sewer Systems: 
 

1. Measurement of sanitary sewers shall be listed within the “Description of 
Pay Items” for sanitary sewer systems.  

 
13.2.4 Measurement of Quantities for Streets and Roads: 
 

1. Streets and Roads Measurement: General Requirements.  
 
a. The method of measurement and computations to be used in 

determination of quantities of material furnished and of Work performed 
under the contract will be those methods generally recognized as 
conforming to good engineering practice.  

 
b. Unless otherwise specified, longitudinal measurements for base, 

surface, and shoulder area computations will be made along the 
centerline of the actual surface of the roadway.  No deduction will be 
made along the centerline of the actual surface of the roadway.  No 
deduction will be made for individual fixtures having an area of 10 Sq. 
Ft. or less.  Unless otherwise specified, transverse measurements for 
area computations will be the neat line dimensions shown on the plans 
or ordered in writing. 
 

c. Structures will be measured according to neat lines shown on the plans 
or as altered to fit field conditions. 
 

d. When a complete structure or structural unit (in effect lump sum Work) 
is specified as the unit of measurement, the unit will be constructed to 
include all necessary fittings and accessories. 
 

e. All Work, which is measured by the linear foot, will be measured parallel 
to the base or foundation upon which Work is placed, unless otherwise 
specified. 
 

f. A station when used as a definition or term of measurements will be 
100 linear feet. 
 



 

 

SPECIAL CONDITIONS  Page 4 
August 2014 

g. The term gage, when used in connection with the measurement of 
metal plates or sheets, will mean the U.S. Standard Gage except when 
the referenced AASHTO, ASTM, or other specifications for a material 
specifies that it be ordered and measured in terms of thickness. 
 

h. When the term gage refers to the measurement of wire, it will mean the 
U.S. Steel Wire Gage except when the reference AASHTO, ASTM, or 
other specification for the wire specifies that it be ordered and 
measured in terms of a wire size number or diameter. 
 

i. The term ton will mean the short ton consisting of 2,000 pounds 
avoirdupois.  All materials which are measured or proportioned by mass 
(weight) shall be weighed on accurate approved scales, which are in 
accordance with all requirements and specifications adopted, by the 
Indiana State Board of Health, Division of Weights and Measures.  
Competent qualified personnel at designated locations shall accomplish 
the weighing. 

 
13.2.5 Scales and Measurement by Mass (Weight):   
 

1. All materials for which measurements are obtained by mass (weight) shall 
be weighed on approved scales, which, except as hereinafter provided for 
out-of-state scales, shall be tested and sealed, by the Indiana State Board 
of Health, Division of Weights and Measures.  This inspection shall have 
been made within a period of not more than one year prior to the date of 
use for weighing material.  A scale, which as been tested and approved 
within this one-year period and which has been repaired or dismantled or 
moved to another location, shall again be tested and approved before it is 
eligible for weighing.  All interested parties, such as OWNER, 
CONTRACTOR, or the owner of the scales, may request an inspection of 
the scales in question.  The latest inspection shall take precedence over 
all previous inspections.  Automatic printer systems may be used with 
HMA plant scale systems under certain conditions in accordance with 
Section 409 in the latest approved and adopted edition of the INDOT 
Standard Specifications.  If automatic printer systems are used, the same 
inspection, testing, and scaling requirements specified herein for scales 
shall apply to HMA plant batch scales and printer systems. 

 
2. A motor-truck scale shall have a suitable undercarriage of such 

construction that shall safely carry and weigh an amount equal to 80% of 
the rated capacity of the scale on either end of the scale platform.  When 
so loaded, the stresses in the lever system shall not exceed the stresses 
allowable under AREA specifications.  The load carried per 25 mm (1 in.) 
of knife-edged bearing shall not exceed 2270 kg (5,000 lb.) 
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3. The scale platform shall be of such length and width as to conveniently 
accommodate all trucks containing materials, which need to be weighed.  
The entire truckload shall rest on the scale platform and shall be weighed 
as one draft. 

 
4. If material is weighed on truck scales, weigh tickets showing the net mass 

(weight) of each load of material delivered shall be supplied for use in 
computing quantities.  The tickets shall contain the weight ticket serial 
number, date, contract number, source of supply, material designation 
such as size or type, DMF or JMF number for HMA, truck number, time 
weighed, gross mass (weight) direct reading if scale is of the direct 
reading type, tare, net mass (weight) and moisture content if applicable.  
The CONTRACTOR for its records may furnish a duplicate ticket.  The 
original, and duplicate if furnished, tickets will be signed at the weighing 
site and at the point of incorporation into the Work.  No additional payment 
will be made for furnishing, maintaining, and operating scales. 

 
5. The mass (weight) of materials weighed outside Indiana and intended for 

use on the project may be determined on scales tested and approved by 
the proper governmental unit having authority where the scales are 
located.  In such case, OWNER shall be furnished with a certified copy of 
such inspection and approval which, to be acceptable, shall have been 
made within one year prior to the time of such weighing.  Out-of-state 
truck scales used shall be in accordance with all pertinent provisions as 
they apply to truck scales accepted within the State of Indiana.  They shall 
be subject to approval and inspection by OWNER or ENGINEER and to 
the requirements applicable to such scales located within Indiana. 

 
6. If materials are shipped by rail, the car mass (weight) may be accepted 

provided payment is made for only the actual mass (weight) of the 
materials.  Car masses (weights) will not be acceptable for material to be 
passed through mixing plants.  Trucks used to haul material being paid for 
by mass (weight) shall be weighed empty daily at such times as directed.  
Each truck shall bear a plainly legible identification mark. 

 
7. General Requirements:   

 
a. The method of measurement and computations to be used in 

determination in approved vehicles and measured therein at the point 
of delivery.  Vehicles for this purpose may be of the size or acceptable 
type provided the body is of such shape that the actual contents may 
be determined readily and accurately.  All vehicles shall be loaded to 
at least their water level capacity.  All loads shall be leveled when 
directed after the vehicles arrive at the point of delivery. 
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b. When requested and approved in writing, material specified to be 
measured by the cubic yard may be weighed.  Factors for conversion 
from mass (weight) measurement to volume measurement will be 
determined and shall be agreed to by CONTRACTOR before such 
method of measurement of pay quantities is used.   

 
i. In computing volumes of excavation, the average end area 

method or other acceptable methods will be used. 
 

ii. If excavation is measured by cross sections, the following will 
apply: 

 
1. Unless otherwise provided, where sodded areas are involved, 

the cross sections will be considered as located at the 
surface of the sod. 

 
2. If the cost of excavation is specifically included in the 

payment of a pay item of Work, the final sections will be taken 
at the finished surface of the Work. 

 
3. If the cost of excavation is not specifically included in the 

payment for a pay item of Work, the final sections will be 
taken at the limits of the authorized excavation. 

 
4. Unauthorized wastage of material will be deducted.  Only 

such quantities as are actually incorporated in to the 
completed Work will be included in the final estimate. 

 
8. Additional Requirements: 

 
a. Partial payment will not be allowed on an estimate for materials of 

less than $10,000 in value. 
 

b. OWNER may consider partial payment for stockpiled materials having 
a value over $25,000.  This consideration will only take place when 
the Work on the controlling operation has been delayed and justifies 
an extension of more than 60 calendar days or 40 Work days in 
accordance with the General Conditions and Contract Documents.  
Partial payment will be the delivered cost verified by invoices, except 
it will not exceed 50% of the contract unit price. 
 

c. All materials when so paid for under this requirement will become the 
property of OWNER in the event of default on the part of 
CONTRACTOR.  OWNER may use, or cause to be used, such 
materials in the construction of the Work provided for in the Contract. 
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d. Although payment may have been made for materials, 
CONTRACTOR shall be responsible for loss or damage to the 
materials.  Such materials shall be replaced with no additional 
payment. 
 

e. Approval of partial payment for stockpiled materials will not constitute 
final acceptance of such materials for use in completing the Work.  
Structural Steel members and pavement reinforcing steel may be 
subjected to additional inspection and testing prior to final acceptance 
and incorporation into the Work.  All other stockpiled pay items will be 
subjected to additional inspection and testing prior to final acceptance 
and incorporation into the Work. 

 
f. Partial payments for stockpiled materials that are a portion of the pay 

item will be deducted from estimates due CONTRACTOR as the 
material is incorporated in the Work. 

 
13.2.6 Measurement of Asphalt Materials:   
 

1. If an asphalt material is to be paid for directly, it will, except as hereinafter 
provided, be weighed and paid for by the ton.  If ENGINEER decides that 
weighing is not feasible, the asphalt material may be measured by volume 
and converted to tons.  The conversion will be based on the unit weight as 
determined in the laboratory. 

 
2. If asphalt material is to be measured by volume, the gallon in tank cars will 

measure it, distributor tanks, tanks, or drums.  Certified calibration of tank 
cars, distributor tanks and certified quantities in drums in which asphalt 
materials are delivered or stored shall be furnished. 

 
3. If asphalt material is furnished in drums, the producer shall stencil the 

amount in each drum plainly on the drumhead.  The amount so indicated 
will be accepted as the quantity furnished.  However, the amount in each 
drum may be checked in accordance with the requirements set out herein. 

 
4. Tank car deliveries will be measured by volume and converted to tons. 

 
5. Volumes will be measured at 60o F or will be corrected to the volume at 

60o F in accordance with ASTM D 1250 for asphalts or ASTM D 633 for 
tars. 

 
6. Net certified scale weights or certified weights in the case of rail shipments 

will be used as a basis of measurement, subject to correction when 
asphalt material has been lost from the car or the distributor, is wasted, or 
is otherwise not incorporated into the Work. 
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13.2.7 Measurement of Portland Cement Concrete.   
 

1. For design and production, portland cement concrete will be measured by 
the cubic yard.  The relative yield will be determined in accordance with 
Section 505 in the latest approved and adopted edition of the INDOT 
Standard Specifications.  Payment for portland cement concrete will be in 
the unit designated for the specified use. 

 
13.2.8 Measurement of Aggregates: 
 

1. Unless otherwise provided, all aggregates for which measurements are 
obtained by the cubic yard will be measured at the truck loading point in 
truck beds that have been measured, stenciled, and approved.  They may 
be weighed and converted to cubic yards by a conversion factor computed 
at sufficient intervals to ensure correct measurement. 

 
2. Free water in all aggregates for which payment is made as a separate pay 

item on a weight basis shall be drained prior to weighing and selection of 
samples.  Samples for determination of moisture content shall be taken 
immediately prior to the time the material is to be weighed.  The number of 
moisture tests will be governed by moisture conditions.  Moisture contents 
shall be determined on the basis of oven dry weight by drying samples to 
constant weight at 110°C.  However, if ovens are not available for drying 
samples, other methods, which give equivalent results, may be used.  
Moisture content shall be computed to the nearest 0.5% in accordance 
with the formula as follows: 
  
Percent of   Wet weight of sample-Dry weight of sample 
Moisture (M) = ---------------------------------------------------------× 100% 
   Dry weight of sample 

 
3. The percent of moisture shall be noted on each weight ticket. 

 
4. The wet weight will be used for the basis of payment, if the percent of 

moisture is determined to be less than 6% for B borrow; 9% of optimum 
moisture content, as determined in accordance with AASHTO T 99 except 
as modified in Section 203 in the latest approved and adopted edition of 
the INDOT Standard Specifications, whichever is greater, for size No. 53 
or No. 73 aggregates or modifications thereof when specified; or 4% for 
aggregates of all other specified sizes including sand. 

 
5. If the percent of moisture exceeds the limitations set out above, the weight 

to be paid for will be the gross weight of aggregate minus the weight of the 
excess moisture computed as follows: 
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       (100+m) 
Weight to be paid for = G × ----------------- 
       (100+M) 
 
in which: 
G = Gross weight of material 
M = Percent of moisture in the aggregate to the nearest 0.5% bases on 

oven dry weight 
m = Percent of moisture permitted in the wet aggregate to be paid for 

based on oven dry weight 
 
13.2.9 Measurement of Timber or Lumber; 
 

1. Timber or lumber will be measured by the thousand feet board measure or 
MFBM actually incorporated in the Work.  Measurement will be based on 
nominal widths and thicknesses and the extreme length of each piece.  

 
13.2.10 Manufactured Material: 
 

1. If standard manufactured materials are specified such as fence, wire, 
plates, rolled shapes, pipe, or conduit, and such materials are identified by 
gate, unit weight, or section dimensions, such identification will be 
considered to be nominal weights or dimensions.  Unless more stringently 
controlled by tolerances in cited specifications, manufacturing tolerances 
established by the industries involved will be accepted. 

 
13.2.11 Scope of Payment: 
 

1. If it is agreed in writing that the quantities of certain items or portions of 
items of Work, as set forth in the contract documents, are in substantial 
agreement with actual quantities of Work performed, compensation there 
of will be based on the quantities set forth in the contract without 
measurement thereof upon completion of the Work.  Compensation based 
on contract quantities as agreed shall be accepted as full payment for 
such items or portions of items. 

 
2. If CONTRACTOR has previously agreed in writing to accept 

photogrammetric methods of measurement for common excavation and 
borrow, the OWNER may utilize such methods of measurements as the 
basis of payment. Computation of volumes shall be in accordance with 
Section 203 in the latest approved and adopted edition of the INDOT 
Standard Specifications. 
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SC_____ Stockpiled Materials 
 
The following shall be an addition to paragraph 13.3 of the General Conditions: 
 
13.3.1 Description 
 

1. This Work shall consist of the partial payment for certain stockpiled 
materials. 

 
13.3.2 General Requirements: 
 

1. After certified copies of costs are presented, partial payments may be 
allowed for tested and acceptable nonperishable materials purchased or 
produced expressly to be incorporated into the Work and delivered in the 
vicinity of the project, or stored in approved storage facilities.  Such 
materials shall be limited to pipe, sewer structures, permanent pumps, 
manholes, Structural Steel, Concrete Structural Members, pavement 
reinforcing steel, pavement contraction joints, granular base and sub-base 
materials, aggregates for signals, signs, and luminaries. 
 

13.3.3 Pipe, Pumps, Controls, Structures, Wet Wells and Manholes: 
 

1. Partial payment for any of these pay items will be considered only when 
the total quantity for an entire structure, or designated unit of a structure 
as specified on the plans, has been stored on site in an acceptable 
manner. 

 
a. Delivered to the Job Site:  Partial payment made under the 

requirements of this paragraph will be the delivered cost of the pipe 
and manholes or structures, as verified by invoices, including freight, 
furnished by CONTRACTOR.  However, such partial payment will not 
exceed 75% of the contract unit price as set out in the Schedule of Pay 
Items for pipe or manholes or structures.  Prior to authorizing partial 
payment, verification will be obtained that all required inspection has 
been made and the items are acceptable and they are acceptably 
stored. 
 

b. Acceptably Stored at the Contractor’s, Fabricator's or Manufacturer's 
Storage Facilities.   Partial payment made under the requirements of 
this paragraph will be the delivered cost of grinder pumps, pumps, 
controls and wet wells, minus freight charges, as verified from invoices 
furnished by CONTRACTOR.  However, such partial payment will not 
exceed 70% of the contract unit price as set out in the Schedule of Pay 
Items under the lump sum items of Grinder Pumps or Lift Stations.  
Under this requirement, all invoices shall show the location of where 
the material is being stored.  Prior to authorizing partial payment, 
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verification will be obtained that all required inspection has been made, 
the items are acceptable and they are acceptably stored. 

 
13.3.4 Structural Steel and Concrete Structural Members: 
 

1. Partial payment for either of these pay items will be considered only when 
the total quantity for an entire structure, or designated unit of a structure 
as specified on the plans, has been completely fabricated. 
 
a. Delivered to the Job Site.  Partial payment made under the 

requirements of this paragraph will be the delivered cost of the 
Structural Steel and Concrete Structural Members, as verified by 
invoices, including freight, furnished by CONTRACTOR.  However, 
such partial payment will not exceed 75% of the contract unit price as 
set out in the Schedule of Pay Items for Structural Steel or Concrete 
Structural Members.  Prior to authorizing partial payment, verification 
will be obtained that all required inspection has been made and the 
members are acceptable. 
 

b. Acceptably Stored at the Fabricator's or Manufacturer's Storage 
Facilities.   Partial payment made under the requirements of this 
paragraph will be the delivered cost of and Concrete Structural 
Members, minus freight charges, as verified from invoices furnished by 
CONTRACTOR.  However, such partial payment will not exceed 70% 
of the contract unit price as set out in the Schedule of Pay Items for 
Structural Steel or Concrete Structural Members.  Under this 
requirement, all invoices shall show the location of where the material 
is being stored.  Prior to authorizing partial payment, verification will be 
obtained that all required inspection has been made, and the members 
are acceptable and they are acceptably stored. 

 
13.3.5 Dowel Bar Assemblies: 
 

1. Partial payment made under the requirements herein will be the delivered 
cost of the dowel bar assemblies stored within the project limits or at a 
storage facility adjacent to the project site.  Basis of payment for the dowel 
bar assemblies shall be the paid invoices furnished by CONTRACTOR.  
Prior to authorizing partial payment, verification will be obtained that the 
dowel bars have been tested and are acceptable. 

 
13.3.6 Granular Base, Sub-base Materials, and Aggregates for HMA and Concrete 

Pavements: 
 

1. Partial payment made under the requirements of this paragraph will be 
made upon presentation of paid invoices or certified copies of the cost for 
the production of such materials.  The partial payment shall not exceed 
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30% of the unit price bid for the base or sub-base material item as set out 
in the Schedule of Pay Items.  The invoice or certified copies of the cost 
shall include an estimated quantity of the materials stored for partial 
payment.  ENGINEER shall verify the estimated quantity of materials 
before payment. 

 
2. The approved storage site shall be within the project limits, at 

CONTRACTOR's adjacent storage facility, or at a production site where 
the designated materials are either assigned to, or owned by 
CONTRACTOR. 

 
3. Materials stored under this requirement shall be kept separate from other 

production and shall not be used except on the assigned contract, unless 
otherwise approved in writing. 

 
4. Testing shall be provided as directed, during production.  Prior to 

authorizing partial payment, verification will be obtained that the materials 
have been tested and are acceptable. 

 
13.3.7 Bridge Expansion Joints: 
 

1. Type SS: 
 
a. Partial payment will be the delivered cost of the expansion joint SS, as 

verified by invoices, except it will not exceed 75% of the contract unit 
price for expansion joint SS.  Prior to authorizing partial payment, 
verification will be obtained that all required inspections have been 
made and the joint is acceptable. 

 
2. Type M: 

 
a. Partial payment will be the delivered costs of the expansion joint M, as 

verified by invoices, except it will not exceed 75% of the contract unit 
price for expansion joint M.  Prior to authorizing partial payment, 
verification will be obtained that all required inspections have been 
made and the joint is acceptable. 

 
13.3.9 Structural Supports for Signals, Signs and Luminaries: 
 

1. Partial payment will be the delivered cost of the materials, as verified by the 
invoices, except it will not exceed 50% of the contract unit price for the 
structural support which is stored within the project limits or at an approved 
storage facility adjacent to the project site.  Prior to authorizing partial 
payment, verification will be obtained that the material has been tested and 
is acceptable. 
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13.3.10 Precast Concrete Median Barrier: 
 

1. Partial payment for precast concrete median barrier as stockpiled material 
will be the delivered cost of the materials, including freight, as verified by 
invoices furnished by CONTRACTOR.  Such partial payment will not 
exceed 50% of the contract unit price for the median barrier.  The concrete 
barrier shall be stored within the project limits or at an approved storage 
facility adjacent to the project in order for stockpiled material payment to be 
favorably considered. 

 
13.3.11 Method of Measurement: 
 

1. No measurement will be made.  However, the amount will be substantially 
verified before authorization for payment. 

 
13.3.12 Basis of Payment: 
 

1. Stockpiled materials, which are authorized for payment in accordance with 
the requirements herein, will be paid for in accordance with the Contract 
Documents. 

 
2. Payment will be made under: 

 
    Pay Item English Pay Unit Symbol 
    Stockpile Material,   LFT 
      Type of Material 
       EACH 
       CYS 
       SYS 
       TON 
       LBS 
    Structural Steel LS 
    Structural Members, Concrete LS 
    Structural Expansion Joint_____ LFT 
                                               Type 
 
 
SC_____ Service Connections Prior to Substantial and Final Completion 
 
The following shall be an addition to paragraph 13.12 of the General Conditions: 
 
CONTRACTOR agrees that if OWNER authorizes a request by governing authorities to 
make a connection(s), it will be made after Partial Substantial Completion and prior to 
Final Acceptance of the Project.  Such requests for connection will be accompanied by 
a certification from the Marion County Health Department documenting that the 
connection is necessary to eliminate an existing health hazard.  Non-emergency 
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connections may also be allowed with approval from OWNER.  Partial Substantial 
Completion shall be defined as the completion of all requirements necessary to enable 
the proper functioning of the sanitary sewer and necessary appurtenances both 
adjacent to and downstream of the property having the existing health hazard.  This 
shall include, but not be limited to, all necessary testing as required by the laws and 
regulations of OWNER and the Contract Documents.  OWNER shall determine partial 
Substantial Completion. 
 
___   U.S. Products/Supplies          
  

Paragraph 16.12 of the General Conditions shall be deleted and replaced with the 
following: 
 
16.12.1  Steel or Foundry Products. In accordance with Indiana Code 5-16-8, if steel or 

foundry products are to be utilized or supplied in the performance of any contract 
or subcontract, only domestic steel or foundry products shall be used. Reference 
is hereby made to such statute for definitions applicable to this Section. OWNER 
may not authorize or make any payment to CONTRACTOR unless OWNER is 
satisfied that CONTRACTOR has fully complied with this provision.  

    
16.12.2  Supplies Manufactured in the United States.  Unless otherwise specified herein 

and in accordance with Indiana Code 5-22-15-21 and Municipal Code Section 
202-204, CONTRACTOR shall use U.S. supplies in the performance of the Work. 
“Supplies” shall include equipment, goods and materials. 

 
 
 
 
END OF SPECIAL CONDITIONS 
 


